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DEPARTMENT OF THE ARMY
PHILADELPHIA DISTRICT. CORPS OF ENGINEERS
CUSTOM HOUSE-2D & CHESTNUT STREETS
PHILADELPHIA. PENNSYLVANIA 19106

N REPLY REFEN 10

NAPEN-D

Honorable Brendan T. Byrne
Governor of New Jersey 17 MAY 1979
Trenton, NJ 08621

D ear Governor Byrne:

Inclosed is the Phase I Inspection Report for Holiday Lake Dam in
Ocean County, New Jersey which has been prepared under authorization of
the Dam Inspection Act, Public Law 92-367. A brief assessment of

the dam's condition is given in the front of the report.

Based on visual inspection, available records, calculations and past
i operational performance, Holiday Lake Dam, initially listed as a high
g hazard potential structure, but reduced to a significant hazard potential
structure as a result of this inspection, is judged to be in fair
overall condition and the dam's spillway is considered adequate.
To insure adequacy of the structure, the following actions, as a minimum,
are recommended:

a. Within three months from the date of approval of this report, a
qualified professional engineer should be engaged to monitor the three
seepage zones on the downstream side of the dam (especially near the spill-
way discharge culvert) by visual observation and measurements on a monthly
basis. Measurements should be made, if necessary, to determine the source
and seriousness of the seepage and a complete inspection of the toe drain
should be performed. In addition a detailed topographic survey of the dam
and area around the dam based on USGS datum should be made. The survey
map should be related to existing comstruction drawings and should become
part of the permanent record. Any remedial measures found necessary should
be initiated within calendar year 1980.

’ b. The following remedial actions should be completed within six
months from the date of approval of this report:
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NAPEN-D
Honorable Brendan T. Byrne

(1) Trees, brush and weeds on the embankment and in the emergency
spillvay should be removed.

(2) The asphalt coating on the spillway anti-vortex cover should
be renewed after rust is removed.

(3) Erosion on the downstream embankment should be filled, compacted
and sodded.

(A) A suitable stand of grass should be established on the bare
sections of the embankment.

(5) Access to the dam by motor vehicles should be prevented by
constructing barriers at each end of the embankment.

(6) Riprap on the upstream face of embankment should be renovated
by the placement of additional stones.

(7) The owner of the dam should initiate a program of periodic
inspection and maintenance, the complete records of which to be kept on
file. A visual inspection of the dem and appurtenances by a qualified
professional engineer should be made annually and reported on a standard-
ized check-1ist form. Repairs should be made when required and the
following maintenance should be performed annually: remove trees and
brush from the embankment, fill and sod any eroded surfaces of the embank-
ment and clear the downstream channel. The cu:irent practice of periodically
lowering the lake for maintenance purposes should be continued and at least
once every five years the lake should be lowered completely at which time
the lake should be cleaned and submerged portions of the dam and spillway
should be inspected and repaired.

A copy of the report is being furnished to Mr. Dirk C. Hofman, New

* Jersey Department of Emvironmental Protection, the designated State

Office contact for this program. Within five days of the date of this
letter, & copy will algso be sent to Congressman Wiiliam J. Rughes of
the Second District. Under the provision of the Freedom of
Information Act, the inspection report will be subject to release
by this office, upon request, five days after the date of thie
letter.
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N APEN-D
Honorable Brendan T. Byrne

Additional copies of this report may be obtained from the National
Technical Information Services (NTIS), Springfield, Virginia 22161

at a reasonable cost. Please allow four to six weeks from the date of
this letter for NTIS to have copies of the report available.

An important aspect of the Dam Safety Program will be the implementation
of the recommendations made as a result of the inspection. We accordingly
request that we be advised of proposed actions taken by the State to
implement our recommendations.

Sincerely,
74
J
1 Imel JAMES G. TON
As stated Colonel, Corpe of Engineers

District Engineer

Copies furnished:

Dirk C. Hofmen, P.E., Deputy Director
Division of Water Resources

N. J. Dept. of Emviroomental Protection
P. 0. Box CNO29

Trenton, NJ 08625

John 0'Dowd, Acting Chief

Bureau of Flood Plain Management
Division of Water Resources

N. J. Dept. of Environmental Protection
P. 0. Box CNO29

Trenton, NJ 08625




HOLIDAY LAKE DAM (NJO0O061)

CORPS OF ENGINEERS ASSESSMENT OF GFNERAL CONDITIONS

This dam was inspected on 20 December 1978 by Storch Engineers

under contract to the State of New Jersey. The State,

under agreement with the U. S. Army Engineer District, Philadelphia,

had this inspection performed in accordance with the National Dam Inspection
Act, Public Law 92-367.

Holiday Lake Dam, initially listed as a high hazard potential structure,
but reduced to a significant hazard potential structure as a result of
this inspection, is judged to be in fair overall condition and the dam's
spillway is considered adequate. To insure adequacy of the structure,
the following actions, as a minimum, are recommended:

a. Within three months from the date of apnroval of this report, a
qualified professional engineer should be engaged to monitor the three
seepage zones on the downstream side of the dam (especially near the spill-
wvay discharge culvert) by visual observation and measurements on a monthly
basis. Measurements should be made, if necessary, to determine the source
and seriousness of the seepage and a complete inspection of the toe drain
should be performed. In addition a detailed topographic survey of the dam
and aresa around the dam based on USGS datum should be made. The survey
map should be related to existing construction drawings and should become
part of the permanent record. Any remedial measures found necessary should
be initiated within calendar year 1980,

b. The following remedial actions should be completed within six
months from the date of approval of this report:

(1) Trees, brush and weeds on the embankment and in the emergency
spillvay should be removed.

(2) The asphalt coating on the spillway anti-vortex cover should

" be renewed after rust is removed.

(3) Erosion on the downstresm embankment should be filled, compacted
and sodded.

(4) A suitable stand of grass should be established on the bare
sections of the embankment.

(5) Access to the dam by motor vehicles should be prevented by
constructing barriers at each end of the embankment.
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(6) Riprap on the upstream face of embankment should be renovated
by the placement of additional stones.

(7) The owner of the dam should initfate, a program of periodic
inspection and maintenance, the complete records of which to be kept on
file. A visual inspection of the dam and appurtenances by a qualified
professional engineer should be made annually and reported on a standard-
ised check-list form. Repairs should be made when required and the
following maintenance should be performed annually: remove trees and
brush from the embankment, fill and sod any eroded surfaces of the embank-
went and clear the downstream channel. The current practice of periodically
lowering the lake for maintenance purposes should be continued and at least
once every five years the lake should be lowered completely at which time
the lake should be cleaned and sudbmerged portions of the dam and spillway
should be inspected and repaired.

APPROVED: '11¥¢3">

Colonel, Corps of Engineers
District Engineer
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State Located:
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Drainage Basin:
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PHASE 1 REPORT
NATIONAL DAM SAFETY PROGRAM
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2. The asphalt coating on the spillway anti-vortex cover
should be renewed after rust is removed.

3. Erosion on the downstream embankment should be filled,
compacted and sodded.

4. A suitable stand of grass should be established on the
bare sections of the embankment.

5. Access to the dam by motor vehicles should be prevented
by constructing barriers at each end of the embankment.

6. Riprap on the upstream face of embankment should be
renovated by the placement of additional stones.

The owner should, in the near future, implement a program of periodic
inspection and maintenance for the dam which would include a topographic
survey to provide a record of existing conditions. Repairs should

be made when required and the following maintenance should be
performed annually: remove trees and brush from the embankment,

fill and sod any eroded surfaces and clear the downstream channel.
The current practice of lowering the lake for maintenance purposes
should be continued and at least once every five years the lake
should be lowered completely at which time the lake should be

cleaned and submerged portions of the dam and spillway inspected

and repaired.
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Richard J. McDermott P.E.
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PREFACE

This report is prepared under guidance contained in the Recommended
Guidelines for Safety Inspection of Dams, for Phase I Investigations.
Copies of these guidelines may be obtained from the Office of Chief
of Engineers, Washington, D.C. 30214. The purpose of a Phase I
Investigation is to identify expeditiously those dams which may

pose hazards to human life or property. The assessment of the W
general condition of the dam is based upon availalle data and

visual inspections. Detailed investigation, and analyses involving
topographic mapping, subsurface investigations, testing, and detailed
computational evaluations are beyond the scope of a Phase I investigation;

however, the investigation is intended to identify any need for
such studies.

In reviewing this report, it should be realized that the reported
condition of the dam is based on observations of field conditions

at the time of inspection along with data available to the inspection
team. It is important to note that the condition of dam depends on

numerous and constantly changing internal and external conditions,
and is evolutionary in nature. It would be incorrect to assume
that the present condition of the dam will continue to represent
the condition of the dam at some point in the future. Only through
continued care and inspection can there bé any chance that the
unsafe conditions be detected.

Phase I inspections are not intended to provide detailed hydrologic
and hydraulic analyses. In accordance with the established Guidelines,
the Spillway Test flood is based on the estimated "Probable Maximum
Flood" for the region (greatest reasonably possible stom runoff),
or fractions thereof. The test flood provides a measure of relative
spillway capacity and serves as an aid in determining the need for
more detailed hydrologic and hydraulic studies, considering the
size of the dam, its general condition and the downstrean <amage

! potential.

vi




g

PHASE I INSPECTION REPORT
NATIONAL DAM SAFETY PROGRAM

HOLIDAY LAKE DAM, I.D. NJOOO61

SECTION 1: PROJECT INFORMATION

1.1 General

Authority

Public Law 92-367, August 8, 1972 authorized the Secretary
of the Army, through the Corps of Engineers to inititate
a National Program of Dam Inspection throughout the
United States. The Division of Water Resources of the
New Jersey Department of Environmental Protection (NJDEP)
in cooperation with the Philadelphia District of the
Corps of Engineers has been assigned the responsiblity of
supervising the inspection of dams within the State of
New Jersey. Storch Engineers has been retained by the
NJDEP to inspect and report on a selected group of these
dans. The NJDEP is under agreement with the Philadelphia
District of the Corps of Engineers.

Purpose of Inspection

The visual inspection of Holiday Lake Dam was made on

December 20, 1978. The purpose of the inspection was to

make a general assessment of the structural integrity and
operational adequacy of the dam structure and its appurtenances.
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1.2 Description of Project

a.

Description

Holiday Lake Dam is an earthfill dam with a clay core.
Discharge from Holiday Lake which is ‘impounded by the
subject dam is provided by a corrugated metal drop inlet
spillway and a grass emergency spillway with trapezoidal
cross-section. A slide gate located at the bottom of the
drop inlet serves as an outlet works. Water which enters
the drop inlet spillway discharges into the downstream
channel via a corrugated metal discharge culvert which
transversely penetrates the dam embankment.

Slope protection is provided on the upstream face of
embankinent by the placement of riprap. A cut-off trench
is located along the center of the dam and a toe drain
along the downstream toe of dam.

Having an overall crest length of 600 feet, the dam has a
top width of 15 feet and upstream and downstream slopes
of 3 horizontal to 1 vertical each. The drop inlet
comprising the spillway has a diameter of 6 feet and a
total weir length of 18.8 feet. A corrugated metal trash
rack and anti-vortex chamber having dimensions 7 feet by
7 feet is located atop the drop inlet. The spillway
discharge culvert has a diameter of 48 inches and outlets
through a flared end section at the downstream toe of
dam. The outlet works intake consists of a 24-inch
diameter corrugated metal pipe.

The emergency spillway discharge channel has a bottom
width of 75 feet and side slopes of 4:1. The crest is
composed of a concrete slab with breadth 25 feet and
length 70 feet and is surrounded by riprap.

TR S——




The spillway crest lies 5 feet below the crest of dam and ‘
10.6 feet above the invert of the spillway discharge

3 culvert flared end section. The emergency spillway crest
lies 2.9 feet below the crest of dam and 2.1 feet above
the spillway crest.

b. Location

Holiday Lake Dam is located in the Township of Strafford,
Ocean County, New Jersey. Constructed across the Fourmile
Branch of Mill Creek, it impounds Holiday Lake which is
the recreation focus of a residential development known

as Ocean Acres. Principal access to the dam is provided
by an ecasement through a residential building lot at the
southwest end of the dam.
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c. Size and Hazard Classification

Size and Hazard Classification criteria presented in "Recom-
mended Guidelines for Safety Inspection of Dams", published by
the U.S. Arny Corps of Engineers are as follows:

Category
Small

Intermediate
Large

SIZE CLASSIFICATION

P

Impoundment

< 1000 and 2 50

Storage (Ac-ft) Height (Ft)
< 40 and 2 25
C00 240 and < 100
2 100

2 1000 and <50,
2

50,000

HAZARD POTENTIAL CLASSIFICATION

Category

Low

Significant

High

Loss of Life
(Extent of Development)
None expected (no per-
manent structures for

human habitation)

Few (No urban develop-
ments and no more than
a small number of
inhabitable structures)
More than few

Economic Loss

(Extent of Development)

Minimal (Undeveloped

to occasional structures
or agriculture)
Appreciable (Notable
agriculture, industry
or structures)

" Excessive (Extensive
community, industry
or agriculture)




The characteristics of Holiday Lake Dam are:

Storage = 810 acre-feet

Height 15.6 feet

Potential Loss of Life: No homes in downstream flood
plain as delineated by
SOF outflow. Traffic on
two Garden State Parkway
bridges.

Potential Economic Loss: Two Garden State Parkway
bridges within 1000 feet
of dam. Failure outflow
would overtop roadway but
would not wash out bridges.

Therefore, Holiday Lake Dam is classified as "Small" size
and "Significant" hazard potential.

Ownership

Holiday Lake Dam is owned by Ocean Acres Country Club,
Manahawkin, New Jersey 08050

Purpose of Dam

The purpose of the dam is the impoundment of a recreational
lake facility. The lake is also used for irrigation for
Ocean Acres Country Club located along its west shore.

Design and Construction History

The dam was constructed in 1965 to impound a lake in
connection with a residential development. Construction
plans were prepared by Site Engineers Inc. in 1965.

5
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g. Normal Operational Procedures

The dam and appurtenances are maintained by the maintenance
staff of Ocean Acres Country Club. Maintenance generally
is performed on an "as-needed" basis and regular maintenance
reportedly consists of mowing the grass on the embankment.

The outlet works is used to drain the lake to facilitate
lake related maintenance and is not used for emergency

purposes during storms.

! 1.3 Pertinent Data

a. Drainage Area - 5.5 square miles

b. Discharge at Damsite

Maximum known flood at damsite Unknown
Outlet works at pool elevation ok T 1.5,
Diversion tunnel low pool outlet

pool elevation N. A.
Diversion tunnel outlet at pool

elevation N.A.
Gated spillway capacity at ﬁool

elevation N. A.
Gated spillway capacity at maximum

pool elevation N. A.
Ungated spillway capacity at top

of dam 192 c.f.s.

Emergency spillway at top of dam 1000 c.f.s.
Total spillway capacity at top
of dam 1192 c.f.s.

T e g
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Elevation (Feet above MSL)

Top of dam

Maximum pool-design surcharge

Full flood control pool

Recreation pool

Spillway crest

Upstream portal invert diversion
tunnel

Stream bed at centerline of dam

Maximum tailwater

Reservoir

Length of maximum pool
Length of recreation puol
Length of flood control pool
Storage (Acre-feet)
Recreation pool

Flood control pool

Design surcharge

Top of dam

Reservoir Surface (Acres)

Top of dan
Maximum pool

Flood control pool
Recreation pool
Spillway crest

57.0
57.0
N.A.
52.0
52.0

N.A.
42
46+ (Estimated)

5,000 feet (Estimated)
3,000 feet (Scaled)
N.A.

338 acre-feet
N.A.

810 acre-feet
810 acre-feet

108 acres (Estimated)
108 acres (Estimated)
N.A.

39 acres

39 acres

e e B s Tt i




Dam

Type
Length
Height
Sideslopes - Upstream
- Downstrean
Zoning

Impervious core
Cutoff
Grout curtain

Diversion and Regulating Tunnel

Spillway

Type

Length of weir
Crest elevation
Gates

Upstream channel
Downstream channel

Emergency Spillway

Type
Weir

Crest elevation

Discharge channel
Bottom width
Side slopes

Earthfill

680 feet

15.6 feet

3 horiz. to 1 vert.

3 horiz. to 1 vert.
Impervious core flanked
by pervious fill

Clay

Trench, 5' deep

None

N.A.

Drop Inlet

18.8 feet

52.0

N.A.

N.A.

48" dia. CMP Discharge
culvert

Grassed waterway,
Trapezoidal section
25'x70' conc. slab
surrounded by riprap
54.1

75'
4 horiz. to 1 vert.
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Regulating Outlet

24-inch gated CMP discharging into drop inlet spillway

sl Sk
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SECTION 2: ENGINEERING DATA

2.1 Design

The firm of Site Engineers Inc., Moorestown, New Jersey prepared
the original design for Holiday Lake Dam including a soils
report, a report on general engineering analysis and contruction
drawings. In the soils report, the following analyses were
developed:

1.  Subsoil investigation including borings and field
permeability tests
Laboratory investigation

3. Permeability and structural design and design of
filter, cutoff trench, spillway, freeboard and slope
protection.

Subsoil investigations revealed the following soil strata
beneath the dam site:

0' to 40' Gray and brown coarse to fine sand with
traces of silt, clay and/or gravel

40' to 50' Dark gray to black silty clay or clayey
silt with considerable amount of solid organic
material. This material was found to be stiff to
very stiff as related to standard penetration test
with medium to high plasticity. . (The borings did
not reach the bottom of this stratum.)

Water table at 2.5' to 5' below ground surface.

Permeablity design was limited to an analysis of seepage loss
through and under the dam. Structural design consisted of a
"circle stability” analysis of the upstream embankment which
indicated a factor of safety of 1.66.
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2.2

In a subsequent general engineering analysis report, it was
disclosed that the dam was designed to pass the design flood
by the use of both the spillway and the auxiliary spillway.

Available construction drawings contain the following:

Location Plan

Profile of Emergency Spillway
Plan and Profile of Dam
Typical Sections

Detail of Drop Inlet Spillway

mau!\:-—‘
o .

Construction

One inspection report made during construction acitivities is
contained in the NJDEP file. Two inspection reports made
subsequent to the completion of construction are also contained
in the NJDEP file. In the first of these reports, written in
1966,the following deficiencies were noted:

Soft areas on the downstream face of embankment.

2. Erosion on the downstream face of embankment at the
spillway outlet.

3. Riprap not placed to elevation 51.0 at the emergency
spillway.

In the second inspection report, written in 1967, it was
indicated that the three deficiences had been corrected.

In addition to the inspection reports, construction drawings
and specifications are contained in the NJDEP file.




2.3 Operation

No records of operation of the lake or dam are available.
Annual inspection reports are available for the years

1969 through 1974. A1l of these reports indicate that the dam
was in very good condition during those years. :

2.4 Evaluation

Availability

Available engineering information is limited to that
which is on file at the NJDEP. The NJDEP file contains
copies of plans, calculations, reports, correspondence,
photographs, inspection reports and specifications. The
file is available for inspection at the offices of the
Bureau of Flood Plain Management, 1474 Prospect Street,

Trenton, N. J.

Adequacy

The available information .forms a good description of the
subject dam and is of considerable assistance in the
performance of a Phase I evaluation. A list of absent
data is included in paragraph 7.1.b.

Validity

Information that could be verified was found to be valid
within a reasonable allowance for error.

12
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SECTION 3: VISUAL INSPECTION

3.1 Findings

a. General

] The inspection of Holiday Lake Dam took place on

] December 20, 1978 by members of the staff of Storch
Engineers. A copy of the visual inspection check list is |
contained in Appendix 1. The following procedures were 1

employed for the inspection:

1. The embankment of the dam, appurtenant structures
and adjacent areas were examined.
Areas of seepage were noted and located.
The embankment and appurtenant structures were
measured and key elevations were determined by
hand level.

4. The embankment and appurtenant structures and
adjacent areas were photographed.

b. Dam

The dam embankment appeared to be uniformly aligned both
vertically and horizontally with a good stand of grass
covering most surfaces. A path located along the dam
crest as well as some sections of the downstream slope
lack grass cover. A few small trees were observed on the

embankment. No evidence of cracking or settling was
noted nor were any animal holes observed.
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Riprap was noted along the entire length of the upstream
face of embankment and around the concrete slab used as
crest for the emergency spillway. The riprap appeared to
be insufficient in quantity to provide adequate slope
protection.

Severe erosion was observed on the downstream face of
embankment at the spillway discharge culvert. The depth
of erosion is such that one anti-seep collar is exposed.

Evidence of seepage noted in three locations on the
downstream side of the dam. A soft, wet area is located
approximately 100 feet northeast of the spillway outlet
and two points of seepage discharge are located at the
edge of the stilling basin near the spillway outlet.
Seepage flow at the stilling basin is characterized as a
slight trickle.

The wet area observed at the downstream toe of dam and

the erosion at the spillway outlet are considered similar

to the description contained in the inspection report
written in 1966 subsequent to the completion of construction.

The generalized soils description of the dam site consists
of alluvial, stratified materials composed predominately
of gravel and sand sizes, with small quantities of silt
and clay. These materials overlay an assortment of

stratified materials, consisting of gravel, sand, silt

and clay in various combinations deposited during the
Tertiary Period and known as Cohansey Sand on the Geologic
Map of New Jersey prepared by Lewis and Kummel. The lake
basin contains significant surficial organic material,
silt and sand with some clay. Bedrock is in excess of

100 feet below ground surface.
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Reports of borings made at the dam site in 1964 are
summarized in paragraph 2.1.

c. Appurtenant Structures

Spillway

Most of the corrugated metal drop inlet spillway was
covered, submerged or buried at the time of inspection

and, therefore, could not be observed. The corrugated
metal trash rack and anti-vortex cover appeared to be in
good condition. However, much of the asphalt coating had
peeled off of the surface and the metal had become somewhat
rusted. The flared end section at the spillway discharge
culvert outlet contains some rust but otherwise is in

good condition.

Emergency Spillway

The concrete crest of the emergency spillway appeared to
be level and in good condition. The discharge channel
appeared to be uniformly graded although its bottom
contained a thick growth of high grass and weeds.

~

Qutlet Works

The outlet works were submerged and buried except for the
upper portion of the manually operated slide gate stem.
There was no gate wheel on the stem which was not operated
at the time of inspection.

15




Reservoir Area

Holiday Lake is long and narrow, averaging approximately
550 feet in width with an overall length in excess of
one-half mile. It is located at the east end of the
recently developed residential area of Ocean Acres.

Terrain surrounding the lake has slopes ranging from 1%
to 4%. The east shoreline is wooded while the west
shoreline contains residential development and Ocean
Acres Country Club.

Downstream Channel

The spillway discharges into the Fourmile Branch of Mill
Creek which is a narrow winding stream with a wide,

wooded flood plain. No significant obstructions were
observed in the vicinity of the dam.
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4.1

4,2

4.3

SECTION 4: OPERATIONAL PROCEDURES

Procedures

The level of water in Holiday Lake is regulated naturally by
discharge into the drop inlet spillway and, at times of intense
storms, by additional discharge through the emergency spillway.

Periodically, the lake is lowered for maintenance by opening
the gate in the outlet works. Reportedly, the most recent
drawdown of the lake took place in 1978. At that time, two
days were required to lower the lake four to five feet.

The outlet works is not used on an emergency basis to augment
the spillway and emergency spillway at times of intense storms.

Maintenance of Dam

Reportedly, the only regularly scheduled maintenance performed
for the dam is the mowing of grass on the embankment surfaces.
Other maintenance, such as filling eroded areas, is done on an
“as-needed" basis. ‘

Maintenance of Operating Facilities

Maintenance of operating facilities such as outlet works is.
performed on an "as-needed" basis. It is not known when such
maintenance was last performed.

17




4.4

4.5

Description of Warning System

No warning system is now in effect. The dam is allowed to
function uncontrolled during times of high water level.

Evaluation of Operational Adequacy

The operation of the dam has been adequate to the extent that
the dam has not been overtopped since its construction in 1965.

Maintenance documentation, provided by past annual inspaction
reports, is assessed as fair. No reports are available past
1974 and documentation for specific maintenance procedures is
not kept by the owner. Areas of inadequate maintenance are as
follows:

Small trees and brush on embankment not removed.
Erosion on downstream slope not repaired.

Bare areas on embankment not restored with grass.
Weeds in emergency spillway discharge channel not

e 00 e

removed.
5. Anti-vortex assembly not renovated.
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SECTION 5: HYDRAULIC/HYDROLOGIC

5.1 Evaluation of Features

a. Design Data

The intensity of storm water runoff that the spillway
should be able to handle is based on the size and hazard
classification of the dam. This runoff intensity, called
the spillway design flood (SDF), is described in terms of
frequency or probable maximum flood (PMF) depending on
the extent of the dam's size and potential hazard.
According to the "Recommended Guidelines for Safety
Inspection of Dams," published by the U.S. Army Corps of
Engineers, the SDF for Holiday Lake Dam falls in a range
of 100-year frequency to 1/2 PMF. In this case, the low
end of the range, 10C-year frequency is chosen since the
factors used to select size and hazard classification are
on the low side of their respective ranges.

The SDF peak flow computed for Holiday Lake Dam is 985
c.f.s., as calculated in accordance with analytical
procedures contained in Report 38 published by the NJDEP.

Computations used to determine the spillway discharge
capacity as well as that of the emergency spillway are
contained in Appendix 4. The drop inlet spillway was
assumed to have outflow characteristics of a sharp crested
weir with circumference equal to weir length. The spillway
discharge pipe was analysed as a culvert with outlet
control. It was found that for low head above the spillway
crest elevation, weir flow controls the spillway discharge
capacity while for high head, the discharge pipe controls.
The spillway discharge was computed to be 192 c.f.s. with
water level equal to dam crest.




It was assumed that the anti-vortex assembly would have
negligible effect on the inflow of water into the spillway.

The emergency spillway was assumed to have outflow character-
istics of an open channel with Manning's n=0.04. Discharge
was computed by determining critical depth at the channel
entrance. The emergency spillway discharge was computed

to be 1000 c.f.s. with water level equal to the dam

crest.

The total discharge passed by the dam with water level at
the dam crest was computed to be 1192 c.f.s. Since this
value is greater than the computed SDF peak (985 c.f.s.),
the spillways are considered to be adequate according to
criteria developed by the U.S. Army Corps of Engineers.

Experience Data

According to personnel at Ocean Acres Country Club and
the annual inspection reports, Holiday Lake Dam has not
been overtopped since it was constructed in 1965.

Visual Observations

There was no evidence found at the time of inspection of
overtopping of the dam.

Overtopping Potential

As indicated in paragraph 5.1.a, the dam would not be
overtopped during a storm with magnitude equivalent to

the designated SDF (100-year flood). This analysis is
summarized in the spillway stage-discharge rating contained
in Appendix 4.




SECTION 6: STRUCTURAL STABILITY

6.1 Evaluation of Structural Stability

Visual Observations

The embankment appeared, at the time of inspection, to be
structurally sound with no evidence of cracks, displacement
or differential settlement. However, the visual inspection
disclosed three zones of seepage through the dam. One
seepage zone was in the form of a wet soft area on the
downstrean slope of embankment approximately 100 feet
northeast of the spillway outlet while the remaining two
zones were located at the edge of the stilling basin and
characterized as slight trickles.

An accurate determination of the severity of the seepage
depends on several factors, one of which is periodic
observation. The severity of the seepage noted at Holiday
Lake Dam cannot be precisely determined at the present
time.

Design and Construction Data

Structural stability analysis contained in the design
report prepared by Site Engineers Inc. indicates that the
dam is structurally sound. No structural analyses for

the spillway or discharge pipe are available.

Operating Records

No operating records for the dam are available. The
water level of Holiday Lake is not monitored.




Post Construction Changes

Since Holiday Lake Dam was constructed in 1965, there
have been no changes to the dam or the area surrounding
it that could have significant effect on its structural
integrity.

Seismic Stability

Holiday Lake Dam is located in seismic Zone 1 as defined
in "Recommended Guidelines for Safety Inspection of Dams"
which is a zone of very low seismic activity. Experience
indicates that dams in Seismic Zone 1 will have adequate
stability under seismic loading conditions if stable
under static loading conditions. Holiday Lake Dam
appeared, at the time of inspection,to be stable under
static loading conditions.
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SECTION 7: ASSESSMENT AND RECOMMENDATIONS

7.1 Dam Assessment

a. Safety

Based on hydraulic and hydrologic analyses outlined in

Section 5 and Appendix 4, the spillways of Holiday Lake
Dam are considered to be adequate according to criteria
developed by the U.S. Arny Corps of Engineers.

The structural integrity of the dam appears to be satisfactory
based on field investigations. The seepage is not considered
to be an immediate indication of instability. No reported

nor written evidence was found that would contradict this
assessment.

b.  Adequacy of Information

Information sources for this study include: 1) field
inspection, 2) design reports, boring logs, drawings and

correspondence in the NJDEP file, 3) USGS quadrangles and

4) consultation with persdnnel of Ocean Acres Country

Club. This information is adequate for a Phase I Assessment
as outlined in "Recommended Guidelines for Safety Inspection
of Dams."
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Some of the absent data are as follows:

1. Stream and lake elevation gauging records.
Inspection reports subsequent to 1974.
Maintenance documentation.

c. Necessity for Additional Data/Evaluation

Additional evaluation is necessary to assess the dam
relative to the seriousness and the causes of seepage
observed on the downstream side of the embankment. The
evaluation should be based on monitoring of the seepage
as outlined in baragraph Vet

7.2 Recommendations

a. Remedial Measures

Based on the visual inspection of Holiday Lake Dam and
pertinent data obtained as part of this evaluation, it is
recommended that the owner undertake the following remedial
measures in the near future:

1. Trees, brush and weeds on the embankment and in
the emergency spillway should be removed. All
trees brush and weeds should be cut at the

ground surface in a way that will cause minimal
disturbance to the embankment.

-
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2. The asphalt coating on the anti-vortex assembly
should be renewed after rust is removed.

3. Erosion on the downstream embankment slope
should be filled, compacted and sodded.

4, A suitable stand of grass should be established
on the bare sections of the embankment.

5. Access to the dam by motor vehicles should be
prevented by constructing barriers at each end
of the embankment.

6. Riprap on the upstream face of the embankment
should be renovated by the placement of additional
stones.

The implementation of the above remedial measures will
require proper detailed studies and design and the obtaining
of applicable NJDEP approvals.

Maintenance

The owner of the dam should initiate, in the near future,
a program of periodic inspection and maintenance, the
complete records of which to be kept on file and made
available to the public. A visual inspection of the dam
and appurtenances by a qualified professional engineer
should be made annually and reported on a standardized
check-1ist form. Repairs should be made when required
and the following maintenance should be performed annually:
remove trees and brush from the embankment, fill and sod
any eroded surfaces of the embankment and clear the
downstream channel.
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The current practice of periodically lowering the lake

for maintenance purposes should be continued and at least
once every five years the lake should be lowered completely
at which time the lake should be cleaned and submerged
portions of the dam and spillway should be inspected and
repaired.

Additional Studies

A qualified professional engineer should be engaged soon
to monitor the seepage on the downstream.side of the dam
especially near the spillway discharge culvert by visual
observation and measurements on a monthly basis. Measure-
ments should be made if necessary to determine the source
and seriousness of the seepage and a complete inspection
of the toe drain should be performed.

A detailed topographic survey of the dam and area around
the dam based on USGS datum should be undertaken by a
qualified licensed land surveyor or professional engineer
in the near future. The survey map should be related to
existing construction drawings and should become part of
the permanent record mentioned in paragraph 7.2.b.
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AR/Z Stratified, swampy alluvium

AM-12 Alluvial, stratified materials composed predomin-
antly of gravel and sand sizes, with small quantities
of silt and clay.

MX-2 Assortment of stratified materials, consisting of
ravel, sand, silt and clay in various combinations.
%Cohansey Sand)

Note Information taken from Rutgers University Soil
Survey of New Jersey, Report No. 8 and Geologic Map
of New Jersey prepared by Lewis and Kurmel.
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APPENDIX 1

Check List - Visual Inspection

Check List - Engineering Data




-y

321440 SLY 3@ ©°JU] S342y uead() ‘UISSLAY] ‘Ji¢ YILM pP33|nsuo)

IR uLqqLag °p : W
A3 LN Y
. ; maayong -q -
. 3013000 Y - U1qqrag ¢

$1ouuo0sSIdg uoy3dIcsuy

L4

*1°S°W "~ 8 d7 uoy3dadsul JOo IJTJYL 3¢ IAeMI}Bl *1°8'W U 25 uoy3dadsul JO WL I¥ UOFITAIET 1004

400€ aanjexodwmay . . Apnoly ¥UITM T g//0z2/21 uoy3dadsuy (s)23eq
= Jd3UUN__ 83038U}pI00) TN 23838 UP33] 4£3uno) I.IA — 9Je] ACPLIOH  weq Swey
. . . 1 oseug o : ’

uoy3oadsuyl 1BASTA
- _ ISTT ¥33Y0

-




-

VN ; NOILIVaNNod

g o - §IOVSSV4 ¥IIvAa

i

YN SNIVEQ

s\voroNnse
- - INTDNVERIT/INZTUNTY
; VN : Ol TWAIDAEIS |

. VN 4 ZOVAVIT NO 39vd 33S
SNOLLVINZR0028 B0 SHEVARY SNOLLVANZSEO 30 NOLIVNIAVXS IVAS:
; SRV XUNOSVA/3LTIONOD k
. d ﬂ ﬂ.”n-“ ‘ o .




VN SINIOL KOIIONNISNCY |

‘YN SINIOf HIITONON

INZTAOITY

YN TVINOZINOH &NV TVOII¥=a

N : ONINOVED TVENIONNIS |

SIDVIENS ILTIINGD ~ |

‘YN SXOV¥D 20ovuns
20l LVANZANOITE ¥0 SyEviad SNOLLVASYIED 20 ROIIVNINVXI IVASIA

SAVA ZENCIVA/ILIEONOCD




T—

Wodiiniie

g

e

“pa4inbas ade SIU03IS
(LPPY ‘pade|das aq plnoys deuadLy

*Aa032ejS13BSUN UOL]LpUO) “*3deS
weadysdn autjua Luoje paasasqo deadiy

SENTIVI dVEdJ1IY

£10320451308

ISTED JHI 30 INTNANITV
TVINOZI¥OH QNV TVOIIXZA

: *pasodxa
Je||10d deas-tjue aup -adid abueydsip Aem
-{Ltds 3 2OP) WPBJUISUMOP UO UOLSOJd B3NS

$3401S
INJUAEV QY INTONVIN
J0 NOISO¥I ¥0 ONINONOTS

ne

PaAJ43SqO JUON

d 301 =L
QNOX3g ¥0 IV OXINOWVID
¥O INTEAOW TVASANA

PaA43SQ0 3UON

SYXOV¥D IDVINS

SHOIIVANTON00TE N0 SWIVATY

SNOIIVANISEO

JO NOIIWINWI TVASIA

INTOUVIRT

-

v




% pPaA43Sq0O 3JUON

¥ g

R

auoy

¥3IQUOOY NV IOVO IIVIs

_ : *Kempy1ds
3 g * 40 3ses ,00| °xoudde juswyuequs O

: 903 3R P3AJ3SQO E3JUR 33M “I|YOLu} P
Se pazid4ajoedeyd mo|j abedsas “-adid

abueydstp Aem|[LdS Jo 33[%3Nn0 Jeau uLseq

BuL{(L3s Jo abpa 3e paauasqo abedasg

JOVd3ISs TIGVIJIION ANV

¥Y°N

. KV GuY
XVMTTIAS ‘INZTUAIV Qiy
INTORNVESW 30 NOIIONAS

*2do|s weau3s
-UMOp UO p330uU SUOL}J3S 3JRQ BUWOS
"433ua3d buole pajedo| yjed

.__mgu ModJeu y3Lm sseub 30 puels poob
94Lq J0jow e se pasn aq 03 suaeadde 3saud Yy ;uwzmew>oUm_ u:msxcwaEu

WIINI9

SNOILVUNZAAQDTY ¥O0 SXUVAZTI SNOILVAU3SdO

— 30 NOIIWIKVXA 1vasIia

INZONVENT
7 193ys . : .. 5




*ade|d uL jou [adym - 91qLSLA sem wals 3yj AjuQ
"dWd b2 40 pus jejul 3e 93eb pajeuado £ {enuey

JLVO AONIDEIRI

0
’

iy , "dW) .8 30
39(3n0 je uiseq Bul|[l3sS Y3lm weau3s [eunjen

o o

. TINNYHD 1371N0

(adird abuaeydsip Aem|LLds) dW) .8t

ALINXLS 13TINO

*adid abueydsip Aem||Lds ojul
pu133913n0 404 936 pajedado A|jenuew YIitM 4wl .2

JUNIONYLS PAVINI

-« v —

.

11naN0d l131inQ
NI S3DOV2¥NS 3ILINION0D
JO0 ONIT1YES QNY ONIYOVED

SNOILVANZIAOD2Y YO SHUVNIY

SNOIlYAUISE0

‘ JO0 NOILVNIKVXI TVASIA

-

L Lo dadd 24

. SHY¥OM 131100




R i .

a *£4Q30B4S13RS SL UOLILpUO) * “wep
‘3340 wep 40 pud 3sam jyo-3bpa yoea Suoje deadis yjtm qeys
*A3|3 MO|3q 3333 6°2 S! Qe[S 4O "A3|3 3334000 40 S3SLSUOD 353U Aem||Lds Aouabusu3 AYM1114S AINIOYINI

e ons

.

VN S¥3IId QNY 30QI¥e

) *duUL| J33BM 3B 3SNJ 3WOS
+ |‘weas3s |eanjeu pue uiseq Bul|[L}s OJul Juauwduequd
ybnouyy Aemy|LdS woaj J433eM SABAUOD dW) ,8F T3INNVHD 3O¥VHOSIA

VN : T3INNYHD HOYO¥ddv

3934 878l v
ewixoadde y3jbua| JL3M “USSLA |[RILIUBA :
adid [ejaw pajebnauod 4333wWeLlp 3004-9 : VN ¥IIM 3LIEONOD
L SNOILVCNI/LI0J3Y Y0 SHUVWIY ; , SNOIlVAY3Sa0 20 ROILYNINVYXZ TVASIA

AVA111dS Q3alvoNn -




; s 1mIRaIndI b
7% ; NOILV¥3dO OV S3LVD '
¥ . 1
] AT .
E 1
N Suz1d QNV 304I¥d
A 1INNVHD IOUVIDSIA
—u
. YN : ]
TINNYHD HOVOUdAV
<
. 4
VN 711S 3LIUONOD
T SNOILVANIII002d Y0 SHUVAIY SNOILVARZSA0 - 30 ROLLVNINVXZ 1vASIA
= AVAT11dS a31vo




YIHXO0

auoy . .
SILTOZIL
. * auop
. ) s¥1an
..
i " 3uop
| ST134 NOLLVAYISRO
4
i . auoN SATAUNS/NOTLYINZRANON
SNOTLVANZNNODZY Y0 SHUVAZY SNOTLVA¥ZST0 T NOTIVNIAVXI IVASIA
: & NOTLVINANAULSNI
—
= p— S e




umouy 30N
. NOIIVINZIQASS

*quauw
)|9A3p |RLIUBPLSAL § 3SUN0D 4|06 - 340YS 3S3M
papoom - 3J40ys 3sea ) e
:pue| Burpunouaung ‘9 03 9| wodjy abues sadoysS . $3301S

SNOIIVONZNAOOZY ¥0 SAUVAIE SNOILVAYISEO —30 NOLIVNIAVIA IVASIA

YIOAUISIY




‘3933 0001
ULYy3tm sabpLuaq Aemyueq aj3e3S usapJaeg oM}

auoy

NOILVING0d
aNV SZKOH 30
*ON ILVAIXONdaV

"papoom ‘ute|d pools 3pLM

$3401S

"SU0L3dNJ3sqo JuedtyLubis Jo aduy
weauys buLpuim mouadeyn

(*o13 “srydaa
¢ SNOIIONN1S30)
NOIIIGNOD

SNOLIVANDN00ZY 80 SxuVARd

SNOILVAUASLO

30 NOLIVNINVXZ IVASIA

TANNVELD WVRILSNMOA




alqeteAy JON

(aLt4 4300N) 2lqelieAy

(aLt4 43ACN) a1qe(LeAy

‘.

ccwn s4aautbul a31S - 3|qe|LeAy
(3Lt4 43GCN) arqelteAy

alqe|LeAy

‘696l ‘2z Ll4dy pajep ©-dul s4daulbul 33Ls

Aq padedaud (s339ys €) ,°[ "N ‘uiyMeyeusy ‘weq |[L4 Yy34ed, pa[3l} ueld

SCE0DE YIOAYISTE/TIVAXIVE

SONIIVY ZoeviDsia-
SINIVAISKOD~

STIVizd -

NVId - SI3T1IN0

VIvQ JIIAVEQAH/OIO0TO0EAXH

WVd J0 SNOIID3S TWIdAL
L

X¥0LSIH NOIIOA¥ISNOD

dVil ALINIJIA TYNOIOM

SV

NOILVYZJO0 “NOIIDNUISNOD ‘NOISAA
VIVQ ONIYZINIONT
1SI7 YOIH)




9lqe[LeAy 30N

*SIDUN0OS MO¥EO08

» 9lqe[LeAY 30N VA JO SXIAYAS NOILONYISNOD-1SDd

.

. (s43utbuy a315) alqe|teay

?Lomﬁmcm 331S) alqe|Leay -

alqe|LeAy 30N

(s4@3utbul a31g) a|qe|LeAy

, a13ald

W : OIVEOaY]
SQ¥003¥ ONI¥0E
SNOILVOILSIANI STYTHILVA

S3IANILS 3OVd33IS

: ALITISVIS Nvd

- SOATAVIAAH 9 AO0TO¥TAH
. SNOILVINdWOD NOIS3A

SI¥0d3IY¥ XO0T030

SI¥OJIY¥ NOISId

SAUVAIY

WJ.LI




2lqe|leAy 30N

JUON

(v£61 ybnoauy 6961)
‘3|qe|teAe sjJuodad uotjldadsul [enuuf

alqe| Leay 30N
alqe(Leay JoN

1qe|LeAy 30N

Sq¥003y-
NOIIV¥3idO
JONYNIINIVA

S1¥0d43yd
NOILdI¥OS3d
NVA 30 JUNTIV YO SINIAIDOV ¥OI¥d

S1y0Oda¥ ANV SIIANlS
ONIYIINIONI NOILDONUISNOD 1SOd

SQYOO3Y 1004 HOIH

SNOILVOIJIIQON

SIW3LISAS ONROLINONW

SAUVNIY

W31l




>

3qe|LeAy 30N

ueid suasuibul 331s - 3|qe|leAy

>

STIVIIQ ¥ SNVId
INTWINDI ONIIVEILO

STIvViaa
SNOIXOZS

NVId AVATIIAS

SMA VAT



APPENDIX 2

Photographs
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PHOTO 1
SPILLWAY STRUCTURE

PHOTO 2
SPILLWAY DISCHARGE PIPE OUTLET

20 DEC.

1978
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PHOTO 3
[ CREST OF DAM,

PHOTO 4
CREST OF EMERGENCY SPILLWAY

20 DEC. 1978




PHOTO 5
UPSTREAM FACE OF EMBANKMENT
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PHOTO 6
' DOWNSTREAM FACE OF EMBSNKMENT

20 DEC. 1978




PHOTO 7
EROSION ON DOWNSTREAM FACE OF EMBANKMENT.

PHOTO 8
SEEPAGE AT EDGE OF STILLING BASIN.

20 DEC. 1978




PHOTO 9
STILLING BASIN
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PHOTO 10
DOWNSTREAM CHANNEL

20 DEC. 1978
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CHECK LIST
HYDROLOGIC AND HYDRAULIC DATA
ENGINEERING DATA

DRAINAGE AREA CHARACTERISTICS: Residential and;wooded

ELEVATION TOP NORMAL POOL (STORAGE CAPACITY): 52.0 (338 acre-feet)

ELEVATION TOP FLOOD CONTROL POOL (STORAGE CAPACITY): N.A.

ELEVATION MAXIMUM DESIGN POOL: 57.0

ELEVATION TOP DAM: 57.0

PRINCIPAL SPILLWAY CREST: Circular Sharp Crested Weir

a. Elevation 52.0

b. Type 72" diameter corrugated metal drop inlet

c. Width N.A.

d. Length 18.8 feet

e. Location Spillover Into 72" diameter drop inlet

f. Number and Type of Gates None

AUXILIARY SPILLWAY CREST: Concrete Slab Surrounded by Riprap

a. Elevation 54.1

b. Type Broad crested weir-trapezoidal section

c. Width 25 feet

d. Length 75 feet

e. Location Spillover Southwest end of dam

f. Number and Type of Gates N.A.




OQUTLET WORKS: Gated pipe discharging into drop inlet

a. Type 24" diameter corrugated metal pipe

b. Location Upstream side of drop inlet

¢. Entrance invert 42.2

d. Exit invert 42.2

e. Emergency draindown facilities: Slide gate

HYDROMETEOROLOGICAL GAGES: None

a. Type N.A.

b. Location N.A.

€. Records N.A.

MAXIMUM NON-DAMAGING DISCHARGE:

(Lake stage equal to top of dam) 1192 c.f.s.
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Hydrologic Computations
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STORCH ENGINEERS Sheet__1___ of _'=

Project_S £ # 1132 Made By DMP Date 5)23)72
_tHeoumay Llake Pam Chkd By KL Date_2/27/ b §

HeourpAay Lake Dam

CLASSIFICATICN 3

Syze CuLAss\FICATION

S‘for&?(,’ capac/?f/ when loke Sfdye

C’7U¢9/S elev. of ATy cresz‘ = &/0 acre<ns1:XMLFault xmlns:ns1="http://cxf.apache.org/bindings/xformat"><ns1:faultstring xmlns:ns1="http://cxf.apache.org/bindings/xformat">java.lang.OutOfMemoryError: Java heap space</ns1:faultstring></ns1:XMLFault>